
ASSA ABLOY Entrance Systems ABNós
Lodjursgatan 10
SE-261 44 Landskrona
Sweden

declaramos sob nossa exclusiva responsabilidade que o tipo de equipamento:
SL521 and SL521 ADS

estão em conformidade com as seguintes directivas.
2014/30/EU ElectroMagnetic Compatibility Directive (EMCD)
2006/42/EC Machinery Directive (MD)
2011/65/EU on the restriction of the use of certain hazardous substances in electrical and electronic equipment with the applicable
amendments (RoHS)
2014/53/EU Radio Equipment Directive (RED)

Normas Europeias harmonizadas que foram aplicadas:
EN 61000-6-3:2007+A1:2011EN 61000-6-2:2005
EN 16005:2012/AC:2015EN ISO 13849-1:2015
EN 300 328 V 2.1.1EN 60335-2-103:2015
EN 60335-1:2012/AC:2014+A11:2014+A13:2017
+A1:2019+A14:2019+A2:2019

Outras normas ou especificações técnicas que foram aplicadas:
UL 325FCC 47 CFR Part 15 B + Part 15C
IEC 60335-1 ed. 5:2010IEC 60335-2-103 ed.2 1:2011
AutSchR:1997DIN 18650-1/-2:2010
EN 301 489-1 V 2.2.0EN 301 489-1 V 2.2.0

Certificado emitido por um organismo competente ou notificado (para obter o endereço completo, contacte a ASSA ABLOY Entran-
ce Systems AB) em relação ao equipamento:
B 058029 0048

O processo de fabrico garante o cumprimento do equipamento com o ficheiro técnico. O processo de fabrico é avaliado regularmente
por terceiros.

A marca CE foi aplicada pela primeira vez 2020-11-01
Compilação do ficheiro técnico:
Anders Forslind
ASSA ABLOY Entrance Systems AB
Lodjursgatan 10
SE-261 44 Landskrona
Sweden

CargoAssinaturaDataLocal

Head of Product Development Product Area Door
Automation

Mats Nordén2021-11-19Ferahltorf

Declaração de conformidade

© ASSA ABLOY
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